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Flush-mounted dimmer T39.01

ltem-no.: 3800x0100

Dimmer J"'t:\) EHMANN
T39.01 =/
Phasenanschnitt

Suitable for incandescent-, HY- and LY-halogen lamps with magnetic transformer
Compatible with common switch ranges from GIRA. Busch Jdger, Berker, Jung etc.,
Opportunities for optimized and flicker-free dimming of LED lamps in min. area
Short-circuit, overload and over-temperature protection

No stand-by consumption because of a real on/off switch

EHMANN Advantage - 100 % quality assurance, b yvears warranty, German manufacturer
EHMANN service - Switch range adapter included

EHMANN guality - High-grade manufacturing and reliable function
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[ EHMANN

Flush-mounted dimmer T39.01

Technical data

20 - 500 W/VA 230V ~ (+/-10%) / 50 Hz
Rated power Rated voltage

Suitable for incandescent-, HY- and LY-halogen lamps with magnetic transformer

Operating principle: leading edge HALO —\6 >
Switch: Rotation dimmer with pressure two-way switch GEN A R,.L

Shaft: metal shaft @ 4 mm with fine grid (& 6 mm with shaft adapter) E

Connection; screw terminals up to 2 x 2.5 mm? (rigic) it C€ ]:”D

v

Overload/short-circuit protection: fuse TZAH/250YV REACH qumsu
(incl. spare fuse) ooreote] et

Termnperature protection: thermal fuse

Switch range adapter Opportunity for flicker-free

Allows the use frem commaon switch dimming

programs ¢.g. Gira, Busch-Jagor, In casc of flickering during dimming, you

Jung. Berker can try te adjustin the lowest dimming
& range the minimum brightness and try

» A }9 to optimize the dimming behavior.
— . Min

ltom-no. 3900x0100 EAN 4012096390015 P 10 71X 71x33mm
Dimension (L x W x H)
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